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FEATURES
• Number of stations: 4, 6
• Type: Fixed
• Enclosure: Indoor
• Independent programs: 2
• Start times per program: 4
• Max station run time: 4 hours
• Compatible with Hunter Clik sensors and other  

micro-switch type weather sensors
• Rain sensor bypass
• Programmable rain delay: 1 to 7 days
• Manual cycle
• Test program allows for quick system checks
• Warranty period: 2 years

 ► Easy Retrieve™ memory   
 ► Quick Check™
 ► Solar Sync® Delay
 ► Automatic short circuit protection 
 ► Seasonal Adjustment: Global or automatic  

updates with Solar Sync
 ► Delay between stations
 ► Sensor programmability

ELECTRICAL SPECIFICATIONS
• Transformer input: 230 VAC 50/60 Hz
• Transformer output (24 VAC): 0.625 A
• Station output (24 VAC): 0.28 A
• P/MV output (24 VAC): 0.28 A
• Sensor input: 1

APPROVALS
• CE, cUL

ECO LOGIC

Plastic Indoor 
Height: 12.6 cm 
Width: 12.6 cm 
Length: 3.2 cm

Number of Stations: 4, 6
Type: Fixed

ECO LOGIC

Model Description

ELC-401i - E 4-station indoor controller, 230 VAC, with European connections

ELC-601i - E 6-station indoor controller, 230 VAC, with European connections

ELC  X-CORE® HC PRO-HC PRO-C® ICC2 I-CORE® DUAL® ACC ACC2 ROAM ROAM XL ICD-HP PSR XCH NODE WVP/WVC
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